SHORT PILE CARPET
TOPPED SENSOR MAT

2 COLOUR CHOICES
AVAILABLE IN BOTH
HARDWIRED &
WIRELESS VERSION
POCKET TO HOUSE
WIRELESS
TRANSMITTER OR
EXTRA LEAD LENGTH
OF Y CABLE

LOW PROFILE,
NON-SLIP MATERIAL

2-FOLD

EASY TO MOVE FROM
ROOM TO ROOM

INTEGRATES TO MOST
NURSE CALL SYSTEMS

PLUG & PLAY
OPERATION

DURABLE & RELIABLE

COST EFFECTIVE

LARGE PRESSURE MAT

®
indigo

care

Carpet Floor Sensor Mat

MED-NC-FM-63BK (Black) & MED-NC-FM-63GY (Grey)

Indigo Care’s foldable carpet top floor sensor mat looks and feels like a rug, it is comfortable
underfoot and aesthetically pleasing. The colours are grey and black to suit most decors. So,
you can safely monitor your resident/patient’s movements without them being aware.

The mat is low profile, extremely easy to use and clean. It has short pile carpet top and a non-
slip plastic material underneath. It is splash proof and the carpet top can be steam cleaned. It
is available in both a hardwired and wireless version, making it very adaptable. It has a handy
side pocket to place either the wireless transmitter or extra lead length from the Y lead.

The hardwired version includes a Y lead and the wireless version can be ordered as a kit which
includes: carpet foldable floor mat, transmitter and receiver unit with 9V power adapter. All
items can be ordered separately.

KEY SPECIFICATIONS:
Carpet Foldable Floor Sensor Mat:

Dimensions: 880mm X 590mm X
6mm

Resistance < 100 Ohm

Short Pile carpet top

3 different colour choices
Bottom: Black PVC non-slip
Cover: non-slip PVC

Weight Range of 30 kg — 200 kg

Hardwired- Y lead:

3m length cable with 2 x 6.3mm
jack plugs to connect mat to call
point

6.3mm socket to connect existing
nurse call pendant

Wireless Transmitter:

Box Dimensions: 43 x 41 x 12mm
Connection: 6.3mm jack plug

No external antenna

Led low battery indicator

Transmits up to 30 m line of sight
Uses a 3V battery-CR2032 which
will last up to 12 months
Frequency: 433.92MHz

Receiver Unit:

Box Dimensions: 67x 67 x 22 mm
Connection: 6.3mm right angle jack
plug on 15cm cable

Status LED

Receives up to 30m (line of sight)
Store up to 5 transmitter ID’s
Operates with a 9VDC Switch mode
power pack

Frequency: 433.92MHz

Call & Bed light Outputs are Relay
switched

Additional 6.3 Jack and RJ15
outlets for hardwired devices (eg
PIR, pendants, floor sensor)

Please note: all products come with a one
year warranty.
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ORDER INFORMATION
Fax or email your purchase orders to

03-9763-3811

Or email sales@indigocare.com.au




